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1
CELL PHONE GLOVE

FIELD

Tlustrative embodiments of the disclosure generally relate
to cell phones. More particularly, illustrative embodiments of
the disclosure relate to a cell phone glove which securely
holds a cell phone in such a manner that a wearer can easily
access and view the cell phone when walking or jogging.

BACKGROUND

Cellular telephones, particularly “smart phones”, are com-
monly used to connect users with other in personal and busi-
ness relationships. Due to the widespread use of phone calls,
texting and emailing, many cell phone users consider it nec-
essary to carry their cell phones with them wherever they go.
This may present a challenge, however, when the user is
engaged in walking, jogging or some other form of exercise.

Accordingly, a cell phone glove which securely holds a cell
phone in such a manner that a wearer can easily access and
view the cell phone when walking or jogging may be desir-
able.

SUMMARY

Tlustrative embodiments of the disclosure are generally
directed to a cell phone glove which securely holds a cell
phone in such a manner that a wearer can easily access and
view the cell phone when walking, jogging or engaging in
other forms of exercise. An illustrative embodiment of the cell
phone glove includes a wrist portion, a wrist space in the wrist
portion, a cell phone pocket in the wrist portion adjacent to the
wrist space, a finger portion disposed in spaced-apart rela-
tionship to the wrist portion, a plurality of connecting straps
connecting the finger portion to the wrist portion and a hand
space between the wrist portion and the finger portion.

BRIEF DESCRIPTION OF THE DRAWINGS

Illustrative embodiments of the disclosure will now be
described, by way of example, with reference to the accom-
panying drawings, in which:

FIG. 1 is a palm side view of an illustrative embodiment of
the cell phone glove;

FIG. 2 is a cross-sectional view, taken along section lines
2-2inFIG. 1,

FIG. 3 is a backhand side view of an illustrative cell phone
glove;

FIG. 4 is a side view of an illustrative cell phone glove;

FIG. 5 is a backhand side view of an illustrative cell phone
glove, worn on the hand (illustrated in phantom) of a wearer;

FIG. 6 is a palm side view of an illustrative cell phone
glove, worn on the hand (illustrated in phantom) of a wearer;

FIG. 7 is a palm side view of an illustrative cell phone
glove, worn on the hand of a wearer with a cell phone secured
in place on the glove and the wearer’s hand in exemplary
application of the cell phone glove; and

FIG. 8 is a side view of an illustrative cell phone glove,
worn on the hand of a wearer and the cell phone secured in
place on the glove and the wearer’s hand, with the cell phone
retained in place as the hand of the user is in a lowered
position in exemplary application of the cell phone glove.

DETAILED DESCRIPTION

The following detailed description is merely exemplary in
nature and is not intended to limit the described embodiments
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or the application and uses of the described embodiments. As
used herein, the word “exemplary” or “illustrative” means
“serving as an example, instance, or illustration.” Any imple-
mentation described herein as “exemplary” or “illustrative” is
not necessarily to be construed as preferred or advantageous
over other implementations. All of the implementations
described below are exemplary implementations provided to
enable users skilled in the art to practice the disclosure and are
not intended to limit the scope of the claims. Moreover, the
illustrative embodiments described herein are not exhaustive
and embodiments or implementations other than those which
are described herein and which fall within the scope of the
appended claims are possible. Furthermore, there is no inten-
tion to be bound by any expressed or implied theory presented
in the preceding technical field, background, brief summary
or the following detailed description.

Referring initially to FIGS. 7 and 8 of the drawings, an
illustrative embodiment of the cell phone glove is generally
indicated by reference numeral 1. The cell phone glove 1
includes as wrist portion 2. A finger portion 26 is disposed in
spaced-apart relationship to the wrist portion 2. At least one
connecting strap 34, 35, 36 connects the finger portion 26 to
the wrist portion 2. In exemplary application of the cell phone
glove 1, which will be hereinafter described, the wrist portion
2 accommodates the wrist 47 on the hand 44 of a user. The
finger portion 26 accommodates the index finger 49, the
middle finger 50, the ring finger 51 and the little finger 52 of
the user’s hand 44. The cell phone glove 1 securely supports
and retains a cell phone 60 in such a manner that the cell
phone 60 can be easily accessed and viewed by the user as the
user engages in walking, jogging or other exercise.

Referring next to FIGS. 1-6 of the drawings, the wrist
portion 2 of the cell phone glove 1 may have an inner wrist
portion edge 2a, an outer wrist portion edge 2b and a hand
insertion edge 2¢ and a hand protrusion edge 2d extending
between the inner wrist portion edge 2a and the outer wrist
portion edge 25. As the cell phone glove 1 is donned on the
hand 44 of the user, the hand 44 is inserted through the wrist
portion 2 at the hand insertion edge 2¢ and protrudes from the
hand protrusion edge 2d. The inner wrist portion edge 2a and
the outer wrist portion edge 25 extend along the medial edge
44a and the lateral edge 445, respectively, of the hand 44 as
the hand 44 is oriented in the lowered, palm-forward position.
A thumb opening 13 (FIGS. 2 and 4) is provided in the outer
wrist portion edge 25 of the wrist portion 2 to accommodate
the user’s thumb 48.

As illustrated in FIG. 2, the wrist portion 2 may include a
backhand panel 3 which faces the backhand side 46 (FIG. 5)
of'the lower portion of the user’s hand 44 when the cell phone
glove 1 is donned on the hand 44. The backhand panel 3 may
have an inner backhand panel edge 4 which corresponds in
position to the inner wrist portion edge 2a and an outer back-
hand panel edge 5 which corresponds in position to the outer
wrist portion edge 2. A palm panel 8 which faces the palm
side 45 (FIG. 6) of the hand 44 may be attached to the
backhand panel 3. The palm panel 8 may have an inner palm
panel edge 9 which corresponds in position to the inner wrist
portion edge 2a and an outer palm panel edge 10 which
corresponds in position to the outer wrist portion edge 26. The
inner palm panel edge 9 of the palm panel 8 may be attached
to the inner backhand panel edge 4 of the backhand panel 3
via sewing and/or other suitable attachment technique. In
some embodiments, the inner backhand panel edge 4 of the
backhand panel 3 and the inner palm panel edge 9 of the palm
panel 8 may be attached to an inner wrist portion strap 20 via
sewing and/or other suitable attachment technique. A wrist
space 12 is formed by and between the backhand panel 3 and
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the palm panel 8 to accommodate the wrist 47 on the hand 44
of'the user. The outer palm panel edge 10 of the palm panel 8
may remain unattached to the outer backhand panel edge 5 of
the backhand panel 3 along at least a portion of the outer wrist
portion edge 25 to form the thumb opening 13, which com-
municates with the wrist space 12.

As further illustrated in FIG. 2, a pocket panel 14 may be
attached to the palm panel 8. The pocket panel 14 may have an
inner pocket panel edge 15 and an outer pocket panel edge 16
which may be attached to the palm panel 8 generally at the
inner wrist portion edge 2a and the outer wrist portion edge
2b, respectively, via sewing and/or other suitable attachment
technique. The pocket panel 14 may be additionally sewn
and/or otherwise attached to the palm panel 8 generally along
the hand insertion edge 2¢ of the wrist portion 2. A cell phone
pocket 18 is formed by and between the palm panel 8 and the
pocket panel 14. The cell phone pocket 18 is sized and con-
figured to accommodate a lower portion of the cell phone 60
(FIG. 7) in exemplary application of the cell phone glove 1,
which will be hereinafter described. Each of the backhand
panel 3, the palm panel 8 and the pocket panel 14 of the wrist
portion 2 may include cotton, nylon, polyester, vinyl, leather,
rubber, metal, plastic or a blend of such materials, for
example and without limitation, and may have a mesh, sheet,
panel or other construction known by those skilled in the art.

Each connecting strap 34, 35, 36 may connect the finger
portion 26 to the hand protrusion edge 24 of the wrist portion
2. In some embodiments, an inner connecting strap 34, an
outer connecting strap 35 and a middle connecting strap 36
may connect the finger portion 26 to the hand protrusion edge
2d of the wrist portion 2. The inner connecting strap 34 and
the outer connecting strap 35 may correspond in position to
the inner wrist portion edge 2a and the outer wrist portion
edge 2b, respectively, of the wrist portion 2. Accordingly, the
inner connecting strap 34 and the outer connecting strap 35
may extend along the medial edge 44a and the lateral edge
445b, respectively, of the user’s hand 44 as the cell phone glove
1 is donned on the hand 44, as illustrated in FIGS. 5 and 6. The
middle connecting strap 36 is disposed between the inner
connecting strap 34 and the outer connecting strap 35. The
middle connecting strap 36 may be attached to the backhand
panel 3 at the hand protrusion edge 2d. In some embodiments,
a protrusion edge strap 22 may extend along the edges of the
backhand panel 3 and the palm and 8 and/or the pocket panel
14 at the hand protrusion edge 2d. The inner connecting strap
34, the outer connecting strap 35 and the middle connecting
strap 36 may be attached to the protrusion edge strap 22 is
sewing and/or other suitable attachment technique. Each of
the inner connecting strap 34, the outer connecting strap 35
and the middle connecting strap 36 may be fabricated of the
same material as that of the wrist portion 2.

The finger portion 26 of the cell phone glove 1 may include
a finger portion strap 27. When the cell phone glove 1 is
donned on the user’s hand 44, the finger portion strap 27
engages the palm side 45, the backhand side 46, the medial
edge 44a and the lateral edge 446 at the upper portion of the
user’s hand 44. An index finger ring 28, a middle finger ring
29, a ring finger ring 30 and a little finger ring 31 may be
provided on the finger portion strap 27 in adjacent relation-
ship to each other. The index finger ring 28, middle finger ring
29, ring finger ring 30 and little finger ring 31 accommodate
the index finger 49, the middle finger 50, the ring finger 51 and
the little finger 52, respectively, of the user’s hand 44. The
index finger ring 28, the middle finger ring 29, the ring finger
ring 30 and the little finger ring 31 may be attached to the
finger portion 26 via sewing and/or other suitable attachment
technique. Each of the index finger ring 28, the middle finger

30

40

45

50

4

ring 29, the ring finger ring 30 and the little finger ring 31 may
be fabricated of the same material as that of the wrist portion
2. A hand space 40 is formed by and between the hand
protrusion edge 2d of the wrist portion 2, the finger portion
strip 27 of the finger portion 26 and the inner connecting strap
34, the outer connecting strap 35 and the middle connecting
strap 36. The hand space 40 accommodates the user’s hand 44
when the cell phone glove 1 is donned.

Referring again to FIGS. 5-8 of the drawings, in exemplary
application, the cell phone glove 1 is donned on the hand 44
ofthe user as illustrated and as was heretofore described. The
inner connecting strap 34 and the outer connecting strap 35
extend along the medial edge 444 and the lateral edge 445,
respectively, whereas the middle connecting strap 36 extends
along the backhand side 46 of the hand 44. Accordingly, the
hand space 40 accommodates the hand 44, as illustrated in
FIG. 6.

As illustrated in FIG. 7, a cell phone 60 is secured in the cell
phone glove 1 by inserting a lower edge 61 of the cell phone
60 in the cell phone pocket 18 (FIG. 2). The backside of the
cell phone 60 rests against the finger portion 26 such that the
display 63 of the cell phone 60 faces outwardly from the palm
side 45 of the hand 44. The upper edge 62 of the cell phone 60
is positioned at the palm surface of the index finger 49, middle
finger 50, ring finger 51 and little finger 52. Therefore, the
display 63 of the cell phone 60 is oriented such that it can be
easily viewed, accessed and manipulated by the user of the
cell phone glove 1 as the user walks, jogs or engages in some
other exercise.

As illustrated in FIG. 8, it will be appreciated by those
skilled in the art that the cell phone glove 1 securely retains
the cell phone 60 in the user’s hand 44 as the hand 44 is in a
lowered position. The lower edge 61 of the cell phone 60 is
secured in the cell phone pocket 18 (FIG. 2), whereas the
upper edge 62 of the cell phone 60 engages and rests on the
palm surface of the index finger 49, middle finger 50, ring
finger 51 and little finger 52. Therefore, the natural curvature
of the index finger 49, middle finger 50, ring finger 51 and
little finger 52 prevents the cell phone 60 from inadvertently
slipping from the cell phone glove 1 as the wearer jogs or
walks with his or her hands by his or her side. The cell phone
glove 1 securely retains the cell phone 60 at all angles or
orientations during the exercise.

While illustrative embodiments of the disclosure have been
described above, it will be recognized and understood that
various modifications can be made and the appended claims
are intended to cover all such modifications which may fall
within the spirit and scope of the disclosure.

What is claimed is:

1. A glove, comprising:

a wrist portion including a backhand panel and a palm
panel carried by the backhand panel;

a wrist space formed by and between the backhand panel
and the palm panel in the wrist portion;

a pocket panel carried by the palm panel;

a cell phone pocket formed by and between the palm panel
and the pocket panel in the wrist portion adjacent to the
wrist space;

afinger portion disposed in spaced-apart relationship to the
wrist portion;

an inner connecting strap, an outer connecting strap and a
middle connecting strap connecting the finger portion to
the wrist portion; and

a hand space formed by and between the wrist portion and
the finger portion and the inner connecting strap, the
outer connecting strap and the middle connecting strap.
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2. The glove of claim 1 wherein the wrist portion comprises
an inner wrist portion edge, an outer wrist portion edge and a
hand insertion edge and a hand protrusion edge extending
between the inner wrist portion edge and the outer wrist
portion edge.

3. The glove of claim 2 further comprising a thumb opening
in the outer wrist portion edge.

4. The glove of claim 2 further comprising an inner wrist
portion strap extending along the inner wrist portion edge.

5. The glove of claim 2 further comprising a protrusion 10

edge strap extending along the hand protrusion edge of the
wrist portion, and wherein the at least one connecting strap
extends from the protrusion edge strap.

6. The glove of claim 1 wherein the finger portion com-
prises a plurality of finger rings carried by the inner connect-
ing strap, the outer connecting strap and the middle connect-
ing strap.

7. A glove, comprising:

a wrist portion including an inner wrist portion edge, an
outer wrist portion edge and a hand insertion edge and a
hand protrusion edge extending between the inner wrist
portion edge and the outer wrist portion edge;

a wrist space in the wrist portion;

acell phone pocket in the wrist portion adjacent to the wrist
space;

afinger portion disposed in spaced-apart relationship to the
wrist portion;

an inner connecting strap, an outer connecting strap and a
middle connecting strap connecting the finger portion to
the wrist portion;

a protrusion edge strap extending along the hand protru-
sion edge of the wrist portion, and wherein the inner
connecting strap, the outer connecting strap and the
middle connecting strap extend from the protrusion edge
strap; and

ahand space formed by and between the wrist portion and
the finger portion and the inner connecting strap, the
outer connecting strap and the middle connecting strap.

8. The glove of claim 7 further comprising a thumb opening
in the outer wrist portion edge.

9. The glove of claim 7 further comprising an inner wrist
portion strap extending along the inner wrist portion edge.

10. The glove of claim 7 wherein the wrist portion com-
prises a backhand panel and a palm panel carried by the
backhand panel, and the wrist space is formed by and between
the backhand panel and the palm panel.
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11. The glove of claim 10 further comprising a pocket
panel carried by the palm panel, and wherein the cell phone
pocket is formed by and between the palm panel and the
pocket panel.

12. The glove of claim 7 wherein the finger portion com-
prises a plurality of finger rings carried by the inner connect-
ing strap, the outer connecting strap and the middle connect-
ing strap.

13. A glove, comprising:

a wrist portion including:

an inner wrist portion edge, an outer wrist portion edge
and a hand insertion edge and a hand protrusion edge
extending between the inner wrist portion edge and
the outer wrist portion edge;

a thumb opening in the outer wrist portion edge;

an inner wrist portion strap extending along the inner
wrist portion edge;

a protrusion edge strap extending along the hand protru-
sion edge;

a wrist space extending between the inner wrist portion
edge, the outer wrist portion edge, the hand insertion
edge and the hand protrusion edge; and

a cell phone pocket adjacent to the wrist space;

afinger portion disposed in spaced-apart relationship to the

wrist portion;

an inner connecting strap, an outer connecting strap and a

middle connecting strap connecting the finger portion to

the protrusion edge strap of the wrist portion; and

a hand space formed by and between the wrist portion and

the finger portion and the inner connecting strap, the

outer connecting strap and the middle connecting strap.

14. The glove of claim 13 wherein the wrist portion com-
prises a backhand panel and a palm panel carried by the
backhand panel, and the wrist space is formed by and between
the backhand panel and the palm panel.

15. The glove of claim 14 further comprising a pocket
panel carried by the palm panel, and wherein the cell phone
pocket is formed by and between the palm panel and the
pocket panel.

16. The glove of claim 13 wherein the finger portion com-
prises a finger portion strap carried by the inner connecting
strap, the outer connecting strap and the middle connecting
strap and a plurality of finger rings carried by the finger
portion strap.



